ESTICK BALIZA

Baliza decorativa disefiada como complemento
para alumbrado ambiental en aceras, plazas y
espacios urbanos peatonales.

Decorative beacon designed as a complement
for ambient lighting. It can be applied in
sidewalks, squares and pedestrian urban spaces.
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Descripcién [ Description
* Cuerpo en tubo de acero laminado S235 de seccion
rectangular 100x50mm.

* Placa base de fijacion al suelo de 180x1I80mm y 125mm e.c.

Pernos no incluidos.
* Acabado: Diferentes colores disponibles.

. 6ptica: COB de alta eficiencia. Distribucion extensiva,

asimétrica vial.
e PCBLED: COB CRI>90, RGO
* Vida Gtil: 50000h L70 B50 @ta 25°C,

* Fuente de alimentacién: On-Off , 220-240V/50-60Hz (Otros

voltajes disponibles bajo pedido).

* Bajo peticion: diversas soluciones de control y otras

temperaturas de color.
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® Negro Forja / Black Forge
@ Gris forja [ Forge Grey

@ Marrén Forja [ Forge Brown

* Body: in S235 rolled steel tube of rectangular section

100X50mm.

* Base plate of 180x180mm and 125mm e.c. Bolts not

included.
* Finish: Different colours available.

* Optics: High efficiency COB. Street assymetrical and exten-

sive distribution.
¢ Led Modules: COB CRI>90, RGO
* Expected LifeTime: 50000h L70 B50 @ta 25°C.

* Power Supply: On-Off , 220-240V/50-60Hz (other voltage

available on request).

* Optional: Different dimming control solutions and other

colour temperatures.



cédigos [ Codes

Codigo Potencia Corriente Tension Flujo T@ de Color Peso (kg) Distribucion
Code Power Current Voltage Flux Colour 7@ Weight g(g) Distribution
BZ-3401 8W 350mA 220-240V 1100Im 3000K 24,00 Simétrica

Fotometria [ Photometry
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