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Industrial - Equipamientos / Industrial - Infrastructure

Descripción / Description

PROXIMA
Luminaria LED lineal modular diseñada para funcionar en 

ambientes de bajas temperaturas. Caracterizada por una 

térmica, ideal para instalaciones industriales, almacenes 

industria alimentaria, apta para instalación en exteriores.

Modular linear LED luminaire, designed to operate in in low 

temperature environments. Characterized with a remarkable 

for industrial facilities, warehouses, food industry, suitable for 

outdoor installation. RAL 7039

• Cuerpo: Aluminio anodizado extruido EN-AW-6060, 

atmosféricos.. 

• Óptica: PMMA anti UV UL94, 90° desarrollado con un 
innovador sistema ELA (Extended Light Área) e CLC (Constant 
Light Colour).

• PCB: Módulos lineales LED 90º ( bajo petición 145º), 
distribución simétrica, de alto rendimiento , CRI>80. 

• Vida útil: hasta 80.000h L80 B10 @ta25, 50.000h L80 B10 @
ta50.

• Fijación: Ganchos de acero inoxidable suministrados de 
serie.

• Alimentación: driver 110-277V 50/60Hz, sistema SP 
(protección contra sobrecarga y cortocircuito), SPD 4/6kV, PFC 
activo, cable precableado 3x1,5mm2 L=300mm.

• Bajo petición: Diversas soluciones de control y conector 
IP68. Otras temperatures de color.  

• Body-diffuser: Extruded anodized EN-AW-6060 aluminium, 
able to guarantee resistance to chemical and atmospheric 
agents.

• Optic: -
tive ELA system (Extended Light Area) e CLC (Constant Light 
Colour)..

• Led Module: 90º LED linear modules ( on request 145º), 
symmetric distribution, high performance , CRI>80.

• Lifetime: 

ta50.

• Fixing Kit: Stainless steel hooks supplied as standard.

• Power: driver 110-277V 50/60Hz, SP system (overcharge and 
short circuit protection), SPD 4/6kV, Active PFC, prewired cable 
3×1.5mm2 L=300mm.

• Optional: Different dimming control solutions, accesories&-
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Códigos / Codes

Código
Code

Modelo
Model

Potencia
Power

Corriente
Current

Tensión
Voltage

Flujo
Flux

Tª  de Color
Colour Tª

Peso (kg)
Weight  (kg)

Distribución 
Distribution     

IND-2501

PROXIMA
58cm 840

10w 210mA

220-240V

1382lm

4000K

1,70

Simetrica    
SymmetricalIND-2502 23w 500mA 3264lm 2,90

IND-2503 33w 700mA 4343lm 4,20

IND-2504

PROXIMA
116cm 840

20w 210mA

220-240V

2763lm

4000K

1,70

Simetrica    
SymmetricalIND-2505 46w 500mA 6524lm 2,90

IND-2506 66w 700mA 8685lm 4,20

IND-2507

PROXIMA
172cm 840

30w 210mA

220-240V

4145lm

4000K

1,70

Asimetrica
AsymmetricalIND-2508 69w 500mA 9792lm 2,90

IND-2509 99w 700mA 13030lm 4,20

Código | Code Descripción | Description

RLD-0190 Driver dimable DALI /  DALI dimmable driver 

RLD-0191 Kit de emergencia de 1h  /  1h emergency kit

RLD-0192 Kit de emergencia de 3h  /  3h emergency kit

(*) Opción Rejilla de protección /  (*) Option Protection grid

Dimensiones en mm / Dimensions in mm

Fotometría / Photometry

Dimensiones / Dimensions

Temperatura de luz / Light temperature

4000k 5000k3000k

Simétrica


